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PEA' M SERIES

POWER INVERTER

Type verter Heat Pump
Indoor Unit
Outdoor Unit PEA-M200LA PEA-M250LA
Refrigerant” PUHZ-ZRP200YKA3 R4TOA™ PUHZ-ZRP250YKA3
Power [Source Separate power supply
Supply_[Outdoor (V/Phase/Hz) 400 / Three / 50
Cooling [Capacity Rated [ kw! 19.0 22.0
[Min - Max [ w 9.0-224 12-27.0
Total Input |Rated [ w 5937 7.971
EER 320 276
Heating |Capacity [Rated [ kw - -
(Average [Min - Max [ ew 224 27.0
Season) [Total Input [Rated [ 9525 125-31
coP 6530 8181
Operating Current (max) 343 330
Indoor [Input [Cooling / Heating] | Rated [ 222 244
Unit Pp-rating Current (max) A 0.35/0.35 0.53/0.53
Dimensions [Hxwxp mm 31 470-1370-1120 34
Weight kg 57
Air Volume [Lo-Mid-Hil mmin 42-51-60(60Pa-150Pa) _42-51-55(200Pa) 50-61-72(60Pa-100Pa) 45-56-65(150Pa) _45- 50- 56(200Pa)
External Static Pressure Pa (60)/75/(1001/1501/(200)
Sound Level (SPL) [Lo-Mia HI] dBIAI 354043 384347
Sound Level (PWL dBIAl 636464 676768
Outdoor |Dimensions [AxWxD mm 1338-1050-330(+40) 1338-1050-330(+40)
Unit [ Weight kg 135 135
Air Volume Cooling mfmin 140 140
Heating méfmin 140 140
Sound Level (SPL) Cooling dBIAl 59 59
Heating dBIAl 62 62
Sound Level (PWL) Cooling dBIAl 77 77
Operating Current (max) A 19 21
Breaker Size A 32 32
ameter Liquid / Gas mm 952/25.4 12.7/25.4)
9 [Max. Length Outln m 100 100
Max. Height Outln m 30 30
Guaranteed Operating Range Cooling"™ C 15 - +46 15~ +46
(Outdoor) Heating C 20 - +21 -20 - +21

*1 Refrigerant leakage contributes to climate change. Refrigerant with lower global warming potential (GWP) would contribute less to global warming than a refrigerant with higher GVP, if leaked to the atmosphere. This appliance
contains a refrigerant fluid with a GWP equal to 1975. This means that if 1 kg of this refrigerant fluid would be leaked to the atmosphere, the impact on global warming would be 1975 times higher than 1 kg of CO2, over a
period of 100 years. Never try to interfere with the refrigerant circuit yourself or disassemble the product yourself and always ask a professional

*2 Optional air protection guide is required where ambient temperature is lower than -5°C.

*3 Joint pipe is required depending on installed refrigerant pipes, outdoor units and indoor units
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Type werter Heat Pump.
Indoor Unit PEA-M200LA PEA-M250LA
Outdoor Unit PUHZ-P200YKAZ [ PUHZ-P250YKA3
Refrigerant”" R410A""
Power |Source Separate power supply
Supply_[outdoor (V/Phase/Hz) 400/ Three / 50
Cooling ity Rated [ kw! 19.0 22.0
Min - Max | ew 90224 11.227.0
Total Input Rated [Tew 6188 8.058
EER 307 273
Heating |Capacity |Rated [ kw 224 27.0
(Average [Min - Max [ ew 9525 12531
Season) [Total Input [Rated [Tkw 6.706 8.437
cop 334 320
Operating Current (max) 222 244
Indoor [Input [Cooling / Heating] [ Rated kW 0.35/0.35 053/0.53
Unit Operating Current (max) A 31 34
Dimensions [HxwxD mm 470-1370-1120
Weight kg 87
[Air Volume [Lo-Mid-Hil jmin 42-51-60(60Pa-150Pa] 425165 (200Pa) [ 5061-72(60Pa-100Pa) _455665(160Pa] _45-50-56(200Pa]
External Static Pressure Pa (60)/75/(1 00)/(150)/200]
Sound Level (SPL) [Lo-Mig-Hil dBA) 3540-43 [ 384347
Sound Level (PWL) dBIAl 63:64-64 [ 676768
“Outdoor |Dimensions [FxWxD mm 1338-1050-330(+40)
Unit Weight kg 127 135
Air Volume Cooling miimin 140 740
Heating i 740 740
Sound Level (SPL) Cooling dBIAl 58 59
Heating BIAI 60 62
Sound Level (PWL) Cooling dBIAI 78 77
Operating Current (max) A 19 21
Breaker Size A 32 32
Diameter " Liquid / Gas mm 9.52/25.4 12.7/25.4
|Max. Length Outin m 70 70
|Max. Height Outln m 30 30
Guaranteed Operating Range Cooling"? C -16-+46 -15-+46
(Outdoor) Heating °C -20-+21 20-+21

*1 Refrigerant leakage contributes to climate change. Refrigerant with lower global warming potential (GWP) would contribute less to global warming than a refrigerant with higher GVP, if leaked to the atmosphere. This appliance
contains a refrigerant fluid with a GWP equal to 1975. This means that if 1 kg of this refrigerant fluid would be leaked to the atmosphere, the impact on global warming would be 1975 times higher than 1 kg of CO2, over a
period of 100 years. Never try to interfere with the refrigerant circuit yourself or disassemble the product yourself and always ask a professional.

2 Optional air protection guide is required where ambient temperature is lower than -5°C.

*3 Joint pipe is required depending on installed refrigerant pipes, outdoor units and indoor units
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PKA...

The compact, wall-mounted indoor units offer the convenience of simple installation,
and a large product line-up (M35-M100 models) ensures a best-match solution.
Designed for highly efficient energy savings, the PKA Series is the answer to your

air conditioning needs.

New Design (M35-50)

PKA-M60/71/100KA(L)2

Quietness (M35-50)

A sharp and simple form that combines beauty and function. The
simple square design harmonizes beautifully with the straight lines
created by the intersection of the walls, floor and ceiling of the
space, leading to a better quality of space. Also adopted a new
white body color. It will make your life and space beautiful and com-
fortable without disturbing the atmosphere of the room. In addition,
we realized miniaturization of conventional model. It contributes to
space saving of installation area and giving room to room space.
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New Wireless Remote Controller Included

The noise level has been signifi-

cantly reduced compared

conventional model by reviewing
the unit structure and improving

the line flow fan.

to the

. Previous model
- New model

36dB 36dB
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34dB 34dB

M35 M35
HA(L) LA(L)

M50 M50
HA(L) LA(L)
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The PKA-KAL2 series wireless remote controller has been updated. It
now comes with a new stylish remote controller that fits comfortably in
your hand and has a wide range of useful functions.

Previous New

Main Functions of

new Wireless Remote Controller

*Weekly Timer

+Backlight

+Dual set point

-Battery replacement sign
etc...

ErP Lot 10 Compliant with High Energy-efficiency Achieving SEER/SCOP

Rank A, A+ and A++

Highly efficient indoor unit heat exchangers and and newly designed power inverters (PUHZ-ZM) contribute to an amazing reduction in electricity
consumption throughout a year, and have resulted in models in the full-capacity range attaining the rank A, A* and A*++ energy savings rating.

imum SEER 4.6

M Cooling
M Heating

PKA-M35LA(L)2
PUZ-ZM35VKA2

PKA-M50LA(L)2
PUZ-ZM50VKA2

Airflow Control - Horizontal Airflow - (M35-50)

Significantly improved airflow control to achieve horizontal airflow.
This reduces the feeling of draft even on a wall-mounted model, and
air conditioning the indoor space firmly.

PKA-MB60KA(L)2
PUZ-ZM60VHA2

PKA-M71KA(L)2
PUZ-ZM71VHA2

Airflow distributions

PKA-M100KA(L)2
PUZ-ZM100VKA2

PKA-MBOLA <Cooling mode> Horizontal airflow

PKA-M100KA(L)2
PUZ-ZM100YKA2
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SERIES SELECTION

Power Inverter Series

w2 2

Indoor Unit Outdoor Unit
D72 )
(R32) (R32) E—
(R410A ] ' s -
For Single h
) o o .
PUZ-ZM35/50 PUZ-ZMB0/71
PKA-M35/50LA(L)2
CED
(R32) =
’ X —
CEAEY p For Multi | &
= (Twin/Triple/Quadruple) i
= - ——
PKA-MB0/71/100KA(L)2 PUZZM71  PUZ-ZM100/125/140/200/250
Remote Controller =
== = e
< = () PAC-SH29TC-E is
. Optional (%) Optional | % Optional (%) *PKA-M-LAL2 only required for LAL

and KAL (optional)

PKA-M LA(L)2/KA(L)2 Indoor Unit Combinations Indoor unit combinations shown below are possible.

Power Inverter (PUZ-ZM)

50x1 [60x1{71x1

100x1 36x2 | 50x2|60x2 | 71x2 |100x2 50x3 [60x3 | 71x3 | 50x4 | 60x4

Distribution Pipe

MSDT-111R3-E | ,MSDF-

MSDD-50TR2-E 1111R2-E

MSDD-
50WR2-E|

Standard Inverter Series
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Indoor Unit

9

-

P

CEIEY

PKA-M35/50LA(L)2

Outdoor Unit

(R32)

For Single

PUZ-M100

(R32)

For Multi
Aow. (Twin/Triple/Quadruple)
PKA-M60/71/100KA(L)2 =
PUZ-M100/125/140  PUZ-M200/250
Remote Controller =

== i )

L= i (#) PAC-SH29TC-E is
J Optional () %" Optional | ®m Optional () *PKA-M-LAL2 only required for LAL

and KAL (optional)

PKA-M LA(L)2/KA(L)2 Indoor Unit Combinations Indoor unit combinations shown below are possible.

Standard Inverter (PUZ-M)

Distribution Pipe
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PKA'M SERIES

POWER INVERTER

Type Inverter Heat Pump
Indoor Unit PKA-M35LA(L2 PKA-MSOLA(L)2 PKA-MBOKA(L)2 PKA-M71KA(L)2 PKA-V100KA(L)2 PKA-M100KA(L)2
Outdoor Unit PUZZM35VKAZ | PUZZMBOVKA2 | PUZZMBOVHAZ PUZZM71VHAZ | PUZZMI00VKAZ | PUZZMI00YKAZ
Refrigerant " R32
[Source Outdoor power supply
Supply Outdoorllehaanz) VKA-VHA230/Single/50, YKA-400/Three/50
‘c. [Rated T 36 46 61 7.1 95 95
[Min-Max oW 16-45 23-56 27-67 33-81 49-114 49-114
[Totalnput [Rated [ 0857 1.239 1560 1.863 2435 2435
EER 420 371 391 381 390 390
Design load T 36 46 61 7.1 95 95
|Annual electricity = kW 194 44 314 365 508 519
SEER™ 65 6 68 68 65 64
[Energy efficiency class At o At At Avs Ast
Heating | [Capacity [Rated T 21 0 7.0 8 112 112
[Min-Max kW 16-5.2 25-7.0 28-82 35-10.2 45-14.0 45-14.0
[Total Input [Rated | 1,040 1.344 1732 2116 3102 3102
COP 54 7 404 37 361 361
Design load @ I Y] ] 7 7.
Declared Capacity [at reference design temperature 24(10°C) 33 (10°C) 24110°C) 47 (10°C) 78 (10°C) 78 (10°C)
[atbivalent temperature 24 (10°C) 3310°C) 44(10°C) 47 (10°0) 7.8 (10°C) 7.8 (10°C)
[at operation imit temperature 22(11°C) 32(11°C) 2.8(20°C) 34(20°C) 58 (20°C) 58 (20°C)
0 .0 0 00 X
829 1074 1464 1530
4.0 43 4. 43
A+ A+ A+ A
3.4 134 9.0 194
0:04/003 0:04/003 0067005 0067005
0.35 035 043 0.43
295898737 255898237 3661170295 3651170295
126 26 21 21
7582:92109 7582-92109 182022 182022
34-37-4043 30.37.4043 394245 394245
60 60 64 [
'630.809300 630809300 943:950-330(:25] | _943.950330(+25
6 6 67 67
4 45 55 56
2 4 55 5
[Sound Level (SPL) oing dB(A 4 4 47 4
Heating dB(A) a 4 I 4
[Sound Level (PWL) oiing dB(AI & & 5 3
Opernmg Curr:m(Maxl A 1 1 1 1
eaker A 1 1 2 2
Cauid/Gas mm 635/127 6365/127 952/1588 952/1588 952/1588 952/1588
Gutin m 50 50 55 55 100 100
Outin m 30 30 30 30 30 30
Range (Outdoor) [Cooling™ T 15~ 146 15~ 146 15~ +46 15~ +46 15~ 146 15~ 146
Heating [’c 1o +21 1o +21 20~ 21 20~ 21 20 - +21 20 - +21

*1 Refrigerant leakage contributes to climate change. Refrigerant with lower global warming potential (GWP) would contribute less to global warming than a refrigerant with higher GWP, if leaked to the atmosphere. This appliance
contains a refrigerant fluid with a GWP equal o 550. This means that if 1 kg of this refrigerant fluid would be leaked to the atmosphere, the impact on global warming would be 550 times higher than 1 kg of COz, over a period
of 100 years. Never try to interfere with the refrigerant circuit yourself or disassemble the product yourself and always ask a professional. The GWP of R32 is 675 in the IPCC 4th Assessment Report

*2 Energy consumption based on standard test results. Actual energy consumption will depend on how the appliance is used and where it is located

3 Optional air protection guide is required where ambient temperature is lower than -5°C. *4 SEER and SCOP are based on 2009/125/EC:Energy-related Products Directive and Regulation(EU) No206/2012.

*5 Joint pipe is required depending on installed refrigerant pipes, outdoor units and indoor units.

Demand [ Pure i LowTem, Ampere lRotation
HaE2MOEMEEERE

PKA'M SERIES

DD 6D 63 6D E3 =3
Type Inverter Heat Pump
Indoor Unit PKANM100KA(L)2
Outdoor Unit PUZM100VKAZ PUZM100VKAZ
Refrigerant ™ 7]
Pow ure Outdoor power supply
[Outdoor(V/Phase/Hz] VKA -VHA:230/Single/50, YKA-400/ Three50
[Capacity, [Rated T 95 5
[Min-Viax kW 40-106 40-106
[Rated | 2.941 2941
2 32
Design load | 9.
Anmnl electricity = [kWhia 7 573
58
[Energy efficiency class + A
Heating | [Capacity [Rated T 1.2 112
[Min-Miax [k 28-125 28-125
[Total input [Rated [ 3284 3284
|_cop 341 341
Design load EX 8
Declared Capacity [at reference design temperature 6.0 (-10°C) 6.0 (-10°C)
[at bivalent temperature 7.0 (7°C) 7.0 (7°C)
[at operation imit temperature 25 (15°C1 25 (15°C1
Back up heating capacity 2. 2
[Annual electricity Whia 2780 2780
= 40 40
[Energy efficiency class Ar As
A 206 121
R 008/007 0.08/007
A 0.57
mm 365117029 365117029
kg 2 T
m3/min| 202326 202376
dB(A) 414549 414549
dBIA) & 5
E B1-1050-330 (+401 GBT-1050-3300+401
feight kg 7 8
[Air Volume Cooing ms/min 7
Heating me/min| 7 9
[Sound Level (SPL] Cooiing dBIA) 5 1
Heating dBIA) 54 4
[Sound Level (PWL) Cooiing dBIA) 70 0
[Operating Current(Max) A 200 il
B ize A 32 1
Ciquid/Gas mm 952/ 1588 952/1588
Outin 5
Outin m 30 3
Range (Outdoor] |[Cooing™ T 5 - +a6 5 - +46
[Heating [ 15 21 15~ 21

*1 Refrigerant leakage contributes to climate change. Refrigerant with lower global warming potential (GWP) would contribute less to global warming than a refrigerant with higher GWP, if leaked to the atmosphere. This appliance
contains a refrigerant fiuid with a GWP equal o 650. This means that if 1 kg of this refrigerant fluid would be leaked to the atmosphere, the impact on global warming would be 550 times higher than 1 kg of COz, over a period
of 100 years. Never try to interfere with the refrigerant circuit yourself or disassemble the product yourself and always ask a professional. The GWP of R32 is 675 in the IPCC 4th Assessment Report.

*2 Energy consumption based on standard test results. Actual energy consumption will depend on how the appliance is used and where it is located.

3 Optional air protection guide is required where ambient temperature is lower than ~5°C.

*4 SEER and SCOP are based on 2009/125/EC:Energy-related Products Directive and Regulation(EU) No206/2012.  *5 Joint pipe is required depending on installed refrigerant pipes, outdoor units and indoor units.
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