
–

Intrare

Intrare

733

RWD-2.0NRW(S)E
RWD-2.5NRW(S)E
RWD-3.0NRW(S)E

RWD-4.0NW(S)E
RWD-5.0NW(S)E
RWD-6.0NW(S)E

629

799

RAS-2WHVRP
RAS-2.5WHVRP
RAS-3WHVRP

RAS-4WH(V)NPE
RAS-5WH(V)NPE
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Inclus

echipamentul pentru 

raturii

Capacitate  4,30 6,00 8,00 11,00 14,00 16,00

 
(

4,00 5,30 6,50 7,20 9,50 10,50

0,82 1,25 1,65 2,20 2,97 3,50

1,00 1,47 1,94 2,18 2,68 3,17

Alimentare cu curent electric

Climat temperat

ACM   

ACM   

ESEER

RWD-2.0NRW(S)E RWD-2.5NRW(S)E RWD-3.0NRW(S)E RWD-4.0NW(S)E RWD-5.0NW(S)E RWD-6.0NW(S)E

l 28 28 28 38 46 55

37 37 37 39 39 39

mm
x 733 x 733 x 733 x 733 x 733 x 733

m2

Curent maxim A 27 27 27

A

RAS-2WHVRP RAS-2.5WHVRP RAS-3WHVRP RAS-4WH(V)NPE RAS-5WH(V)NPE RAS-6WH(V)NPE

46 47 49

61 63 64 64 65 67

m 3 3 3 5 5 5

m 75 75 75

m

alimentat cu 

R32 R32 R32

15 15 15

mm

Greutate 45 45 44

Curent maxim
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